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APPLY. GO TO WWW.MADGETECH.CO.NZ FOR DETAILS.

ORDERING INFORMATION

MODEL DESCRIPTION

LyoTemp Lyophilization Data Logger

IFC300 Software, manual, docking station and USB connection cable

*NIST NIST Calibration Certificate
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BATTERY WARNING: FIRE, EXPLOSION AND SEVERE BURN HAZARD. DO NOT RECHARGE,
DISASSEMBLE, HEAT ABOVE 100 °C (212 °F), INCINERATE, CRUSH, OR EXPOSE CONTENTS
TO WATER.

Temperature Sensor: NTC Thermistor

Temperature Range: -60 °C to +75 °C (-76 °F to +167 °F)

Temperature Resolution: 0.1 °C (0.18 °F)

Calibrated Accuracy: ±0.5 °C

Reading Rate:
1 reading every 5 seconds up to 1 read-
ing every 30 minutes

Memory: 32,767 readings; software configurable
memory wrap

Start Modes:

Software programmable
immediate start, delay start up to 30
days in advance or manual start with
magnetic switch.

Temperature Alarm:

Software programmable high and low
alarm limits, high and low warn limits
each set point may be individually
enabled or disabled

Alarm Delay:

Software programmable time delay
for warn/alarm limits. Logger will not
indicate out of range status until the
temperature has been out of range for
a set period of time.

LED Status Indicators:

• Green: Blinks to indicate safe
conditions during logging 

• Yellow: Blinks to indicate warn limits
have been exceeded 

• Red: Blinks to indicate alarm criteria
(limits/delay) have been exceeded

Password Protection: 

An optional password may be programmed
into the device to restrict access to configura-
tion options. Data may be read out without the
password. 

Calibration: Digital calibration through software

Calibration Date:   Automatically recorded within device

*Battery Type: 3.6V lithium battery (LTC-7PN), *Must be sent to
MadgeTech for battery replacement.

Battery Life:   1 year typical at a 10 minute reading rate

Data Format: Date and time stamped ºC, ºF, K, ºR

Time Accuracy: ±5 minutes/month at -80 °C (-112 °F)

Computer Interface: USB docking station to PC (IFC300); 38,400 baud

Operating System
Compatibility: XP SP3/Vista/Windows 7/Windows 8 

MadgeTech Software
Compatibility:

• Standard Software Version: 4.1.10.0 or later
• Secure Software Version: 4.1.9.0 or later

Operating Environment:
• -60 °C to +75 °C (-76 °F to +167 °F)
• 0 %RH to 100 %RH
• 0.002 PSIA to 100 PSIA

Dimensions:
• Body: 3.25 in x 2.10 in x 0.41 in 

(82.5 mm x 53.3 mm x 10.3 mm)
• Probe Length: 48 in (1219 mm)

Ingress Protection
(IP Rating):

IP50

Enclosure: ABS plastic, white, polycarbonate labeling

Weight: 1.4 oz (40 g)

Approvals: CE
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